IL 68 (DUNDEE ROAD)
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EXISTING TYPICAL SECTION

TA. 559+70 TO STA. 562+44
TA. 576+46 TO STA. 579+43

RIGHT TURN LANE

IL 68 (DUNDEE ROAD)
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LEGEND:

EXISTING P.C.C. PAVEMENT +8"

1'TYP

PROPOSED TYPICAL SECTION

STA. 558+70 TO STA. 562+44
STA. 576+46 TO STA. 579+43

RIGHT TURN LANE

EXISTING CORRUGATED MEDIAN

EXISTING BARRIER MEDIAN

EXISTING AGGREGATE SHOULDER

EXISTING CONCRETE BARRIER WALL

EXISTING STABILIZED SUB-BASE

ONONORONONONONONORONONBONONONONG,

EXISTING HOT-MIX ASPHALT SURFACE +9” (AFTER MILLING)
EXISTING COMBINATION OF CURB & GUTTER TYPE B-6.12

EXISTING COMBINATION OF CURB & GUTTER TYPE B-6.24

PROPOSED HOT-MIX ASPHALT SURFACE REMOVAL 21"

PROPOSED HOT-MIX ASPHALT SURFACE REMOVAL 23"

PROPOSED POLYMERIZED LEVELING BINDER (MACHINE METHOD), IL- 4.75, Nb50, %”
PROPOSED HOT-MIX ASPHALT SURFACE COURSE, MIX D", NTYO 1%”
PROPOSED POLYMERIZED HOT MIX ASPHALT SURFACE COURSE, SMA, N80, 2"
IL 68 (DUNDEE ROAD)
IL 68 (DUNDEE ROAD) PROPOSED GRADING AND SHAPING SHOULDERS
& g
, , i PROPOSED AGCREGCATE WEDGE SHOULDERS, TYPE B
10’ 12 12’ | 2] 4 | 10" 12° 12" Y |
RIGHT TURN LANE =
RIGHT TURN LANE
R CURB AND GUTTER REMOVAL AND REPLACEMENT
(AS DIRECTED BY THE ENGINEER)
XIST TYPICA T
EXISTING ICAL SECTION PROPOSED TYPICAL SECTION
STA. 568+70 TO STA. 572+57
STA. 568+70 TO STA., 572+57
STA. 585+72 TO STA. 589+40
STA. 591+46 TO STA. 594+15 SIA. 585472 TO STA. 589+40
STA. 591+46 TO STA. 594+15
FILE NAME = USER NAME = qureshiya DESIGNED REVISED F.A.P. SECTION COUNTY TOTAL | SHEET
T Al PROP TYPICA| T RTE. SHEETS| NO.
ci\pu_work\pwidot\qureshiya\dB293334\DI1Z512-sht-plan.dgn DRAWN REVISED STATE OF ILLINOIS F.AP. 343/ EIXISSSIN::, N':JDEE R°D )OSTD 59 (EA;T:::NEIO:[S)) 10 US 12 343 (70 & 3045) RS-2 COOK 57 1
PLOT SCALE - 1000000~/ in. CHECKED REVISED DEPARTMENT OF TRANSPORTATION AP t u ool 2 Tou CONTRACT NO. 60702
PLOT DATE = 6/14/2014 DATE REVISED SCALE: ‘ SHEET NO. OF SHEETS ‘ STA. TO STA. [ILLINOIS]FED. AID PROJECT




